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DISPLAY LED

SOURCE SELECTION BUTTONS

SOURCE DISPLAY LEDS

PHASE DISPLAY LED
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HT BYPASS LED

HEADPHONE SOCKET

VOLUME CONTROL KNOB
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INPUT TERMINALS

INPUT SELECT SWITCH

HT BYPASS INPUT

OUTPUT TERMINALS
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LINE OUT

MAINS SWITCH

MAINS POWER CORD IEC SOCKET 

REMOTE TRIGGER INPUT SOCKET

REMOTE TRIGGER OUTPUT SOCKET 
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REMOTE IR SOCKET

GROUND LIFT SWITCH

EARTH POST

STANDBY

DISPLAY
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HT BYPASS

PHASE

SOURCE SELECTION

VOLUME CONTROL

MUTE

CD101 COMPACT DISC PLAYER CONTROLS

REPEAT
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DISPLAY

CUE BUTTONS

TRACK BUTTONS

STOP/EJECT

PLAY/PAUSE
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WARNING: RISK OF ELECTRIC SHOCK

CAUTION!

CONNECTIONS

SOURCE COMPONENT INPUTS
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OUTPUT TERMINALS

TERMINATION QUALITY
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PHASING (OR POLARITY)

USING THE HT BYPASS INPUT

CONNECTING THE MAINS SUPPLY
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WARM-UP PERIOD

OPTIONAL PHONO INPUT
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REMOTE CONTROL

HEADPHONE SOCKET
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MAINS/LINE FUSE
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