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Network Audio Player

The Tiki delivers premium performance to the realm of digital audio.

The Plinius Tiki is a DLNA 

compatible Digital Network 

player designed to perform as 

a network connected Digital to 

Analogue converter. 

With advantages over USB and 

S/PDIF in areas of isolation, 

clock confi guration, simplicity of 

design, cable lengths and multi-

room capability, Ethernet was 

a clear choice in capturing the 

potential of quality digital audio 

transmission. It also proves a 

platform which will be supported 
by future developments that are 
just around the corner. 

The foundation of the DAC is 
taken from the acclaimed Plinius 
CD-101 Compact Disc Player and 
while DAC capability is increasing, 
the Tiki DAC stage with a modest 
specifi cation, delivers necessary 
features and exceptional 
performance. 

With a widely adopted 24 bit, 
192ks/s capability, the Tiki off ers 

a high defi nition above that of 

the standard compact disc, which 

at only 16bit, 44.1ks/s is already 

a reference quality source when 

done well. Popular fi les types 

such as FLAC, LPCM, AIFF and 

MP3 are all catered for.

The control point for the Tiki is 

with the Plinius Arataki Application, 

communicating between the server 

that manages the library of audio 

fi les, and the Tiki that converts 

them to analogue audio. 
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DLNA DIGITAL AUDIO RENDERER
DLNA 1.0/1.5 compatible

SUPPORTED AUDIO FILE SERVER
DLNA Digital Media Servers

SUPPORTED PLAYBACK CONTROL
DLNA Digital Media Controllers
DLNA Mobile Digital Media Controllers
UPnP smartphone applications
iPad/iPod applications

DAC CAPABILITY
24 bit, 192ks/s

AUDIO CODEC SUPPORT
FLAC (up to 24/192), LPCM (up to 
24/192), AIFF, MP3

INPUT
1 x RJ45 connector

CONNECTIVITY
10/100 Ethernet

ANALOGUE OUTPUT
1 x RCA stereo pair
1 x XLR stereo pair

FREQUENCY RESPONSE
20Hz to 20kHz +/-0.2dB

DISTORTION
<0.01% THD at Rated Input Level

HUM AND NOISE
-100dB at Rated Input Level
A Weighted

MAXIMUM OUTPUT LEVEL
2V RMS Into 10k or higher

OUTPUT SOURCE IMPEDANCE
Typically 100R

PRODUCT FEATURES
Available in black or silver

DIMENSIONS
Height: 80mm  (3.5")
Width: 450mm  (17.75")
Depth: 400mm  (15.75")
Weight: 5.5kg  (12lbs)


